
220-240V~ 50/60Hz.

80 - 200 m2.*

Mobile Type NCCO Air Treatment Unit
RM-480



Power Supply

Power Consumption
(W)

Airflow Volume

Noise Level

Applicable Area (m2)

Weight (kg)

Treatment System

Function

Airflow Volume
(Fan Specification)

CMH CFM

Lowest   (01)

Medium (02)

Highest  (03)

Lowest   (01)

Medium (02)

Highest  (03)

Lowest   (01)

Medium (02)

Highest  (03)

Lowest   (01)

Medium (02)

Highest  (03)

Mode

Mode

Mode

Mode

Product Dimension (mm)

Packing Dimension (mm)

NCCO Dimension (mm)

Packing Details

Net Weight

Gross Weight

Packing

220-240V~ 50/60Hz

145 W

158 W

210 W

275 m3/hr

400 m3/hr

475 m3/hr

440 m3/hr

710 m3/hr

1020 m3/hr

259 ft3/min

418 ft3/min

600 ft3/min

162 ft3/min

235 ft3/min

279 ft3/min

54 dB

60 dB

62 dB

80 - 200 m2

1030 (L) x 375 (W) x 930 (H) mm

1087 (L) x 410 (W) x 940 (H) mm

250 (L) x 500 (W) x 358 (H) mm

Main Unit x 1, Power Cord x 1, Dust Filter Bag x 1, HEPA Filter x 1, 
NCCO Reactor x 3, Warranty Card, Rating Label, 
High Voltage Caution Label x 1, English & Traditional Chinese 
& Simplified Chinese Operation Manual

73.5 kg

64 kg

Stage 1 Stage 2 Stage 3 Stage 4

Active Oxygen 
Generator Dust Filter Bag

Removes dust 
and hair.

Neutralizes 
allergens, 

bacteria and 
viruses. Enhances 
decomposition 

of VOCs.

 Captures pollen, 
allergens, 

bacteria, viruses 
and PM2.5 
particles.

Removes gaseous 
odours. 

Decomposes 
VOCs and 

formaldehyde. 
System regenerates 

automatically.

HEPA Filter NCCO Reactor 

Mobile Type NCCO Air Treatment Unit

RM-480
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